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02 Series Stacking Type Pressure Switch

JIS graphic symbols for hydraulic system
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G N N2 N s S - -t = I N _ =
77777 AN L J\ ,J\A,,,J\JLL,J} 77777/\,fL,, ,,,,,f\,r\;ii‘
PT A B PT \B PT A B PT A B
'Nomenclature |
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Model No. (Applicable fluids: petroleum-based hydraulic oil) Voltage code

(Applicable only to DIN connector type (with lamp) models)

A: AC 100 V (50/60 Hz), AC 110 V (50/60 Hz)
B: AC 200 V (50/60 Hz), AC 220 V (50/60 Hz)

MPS: Modular stacking type pressure switch

Nominal diameter
02: Va

P: DC24V
5'?)55‘;’9 detection port (6] Design No. (The design No. is subject to change)
. Port
W:Port A/B Option code (See the option code table)
A: Port A
B: Port B

Pressure adjustment range
1: 0.5to 7MPa {5to 70 kgf/em’}
2: 0.5 to 16 MPa {5 to 160 kgf/em’}
3: 0.8 to 25 MPa {8 to 250 kgf/cm’}

MODULAR STACK VALVES -

' Specifications
. Maximum
lgﬂaé(:g#lm Maximum |Pressure adjustment| Permissible switching Mass Pressure change
Model code Eessureg' flow rate range back pressure | frequency k MPa {kgf/lcm?}
MF")a {kgflcm?} L/min MPa {kgflcm?} MPa {kgf/cm?} Tirrnnitra]?J t%er 9 per screw revolution
MPS-02%-1%-60 0.5to 7{5to 70} 1.2 {12}/revolution
MPS-02%-2%-60 25 {250} 40 0.5 to 16 {5 to 160} 2 {20} 60 1.8 2.1 {21}/revolution
MPS-02%-3%-60 0.8 to 25 {8 to 250} 3.1 {31}/revolution

Note: For the specifications of the pressure switch, see those for JPS on Page E-62.
*! The mass of MPS-02W-%%-60 is 2.5 kg.

' Option code table

' | Wiring

Code Option details Refer to Page E-63 for the wiring specifications.
No designation Uward | ' Parformance curves
L . Without | Leftward . . 2
- Lead wire type lamp  Rightward| | (ViSCOSIity: 32 mm°“/s {cSt})
D Downward| Pressure drop characteristics
C Upward 0.4 ‘ w T
MPS-02A: Port B
CL i i i
Without L.eftward - MPS-02W: Port P, T, A, B
CR lamp Rightward o E 0.37MP§-028: PortP, T, A, B
cD DIN connector type Downward £% Mpa.0aP. Egm E,T
I | |
CL Wiring port PG11 Upward 2 S R
CLL With lam Leftward T [
CLR P [Rightward S 0.1~ MPSG2P: PortP 2
CLD Downward ;é
CG04 Upward %0 10 20 30 40
CGo4L | DN connectortype| \without | Leftward Flow rate (L/min)
. lam i
CGO4R Wiring port G%2 P Rightward Note: For the direction of the models with option codes L, R, and D, see the external
CG04D Downward dimension diagrams.
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External dimension diagram

MPS-02W Maximum 328
Maximum 124 80 Maximum 124
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CG04: G1/2
Cable diameter ¢6 to $10 C or CL: PG11 (DIN 40430)
o Lock nut
Option: L Width across flats: 13 N
. N s ' , 5
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i | Pressure adjusting screw 4612
: ] Hexagon socket head cap bolt (clockwise: pressure increase) ¢
Option: D" =71 for mounting the switch M5 x 70 Socket for hex key: 4
N Tightening torque: 6 to 8 N'm {60 to 80 kgf-cm?}
Note: The direction of the models with option codes D, L and R can be changed by removing the switch mounting bolts.
After changing the direction, tighten the bolts at the specified torque.
MPS-02P, A, B
Cable diameter CG04: G1/2
6 to 910 C or CL: PG11 (DIN 40430)
A
Maximum 204
Lock nut Maximum 124 80 4-05.4
o| Width across flats: 13
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Pressure adjusting screw (clockwise: pressure increase) 215 o
Socket for hex key: 4 30.2
40.5 18.5
View A
' Sectional structural diagram
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Part No. Name |Quantity Part specifications
22 O-ring 2(1) | JIS B2401 1A P22A
2 -ri 201 Al -013 (NBR, H
8)(21)(2)(7 3 O-ring (1) | AS568-013 (NBR, Hs90)
24 O-ring 2(1) | JIS B2401 1B P21
Sealing part table 1st pattern: JIS B 2401 1A P8
Part No. Name Adjustment range | Quantity Part No. 25 O-ring 2 (1) | 2nd pattern: JIS B 2401 1A P7
1st pattern 2(1) HP12776 3rd pattern: JIS B 2401 1A P6
12 Sealing ring 2nd pattern 2(1) HP12777 26 O-ring 4 JIS B2401 1B P9
3rd pattern 2(1) HP12778 27 O-ring 2(1) | JIS B2401 1A P15

Note: The quantities given in parentheses are for MPS-02P, A, and B.
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